
NOTES:

1.

MEMBRANE FLASHING

FULLY ADHERED TO

ACCEPTABLE SUBSTRATE

HOT-AIR WELD

GROMMETED FASTENERS

12" O.C. OR CONTINUOUS

METAL HOOK STRIP

MANUFACTURER’S

FASTENING SYSTEM

SUBSTRATE

(SEE ARCH/STRUCT DWGS.)

ROOF MEMBRANE

INSULATION

METAL COPING CAP

WITH WATERTIGHT JOINT,

COLOR TO BE COORDINATED 

WITH SNL ARCHITECT

NAILERS SHALL BE SECURELY ANCHORED TO THE DECK TO RESIST 

A FORCE OF 300 POUNDS PER LINEAL FOOT IN ANY DIRECTION.

PARAPET HEIGHT SHALL BE AS SHOWN ON ARCH./STRUCT. DWGS., BUT 

IN NO CASE SHALL PARAPET HEIGHT BE LESS THAN 8" FROM TOP OF 

PARAPET TO TOP OF ROOF MEMBRANE.

SNL RECOMMENDED DETAIL. UTILIZE ROOF MANUFACTURER’S 

RECOMMENDED DETAILS WHEN POSSIBLE.

SEE REQUIREMENTS FOR FALL PROTECTION USING PARAPET

WALL HEIGHT. SEE SNL DESIGN MANUAL.

2.

3.

4.

MANUFACTURER

STANDARD

SEALING STRIP

CONTINUOUS METAL 

HOOK STRIP 

MECHANICAL FASTENER

@ 24" O.C. (USE TYPE 

APPROPRIATE FOR 

SUBSTRATE)

2X TREATED 

WOOD NAILER
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